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Россия,119180, Москва, ул. Большая Полянка, 57
Тел.: (495) 950 8178 Факс: (495) 950 8900, 950 8168

http://www.transneft.ru
57, Bolshaya Polyanka, Moscow, 119180, Russia 

Tel.: (495) 950 8178 Fax: (495) 950 8900, 950 8168

Перекачка, координация и управление транспортировкой нефти и нефтепродуктов 
по магистральным трубопроводам по территории России и за ее пределами.

Профилактические, диагностические и аварийно-восстановительные работы на нефте- и нефтепродуктопроводах.

Координация деятельности по комплексному развитию сети магистральных трубопроводов 
и других объектов нефтепроводного транспорта.

Взаимодействие с нефтепроводными предприятиями других государств по вопросам транспортировки нефти 
и нефтепродуктов в соответствии с межправительственными соглашениями.

Координация деятельности при решении задач научно-технического прогресса в трубопроводном транспорте, 
внедрение новых технологий и материалов.

Привлечение инвестиций для развития производственной базы, расширения и реконструкции объектов 
дочерних обществ, входящих в структуру системы ОАО «АК «Транснефть».

Организация работы по обеспечению охраны окружающей среды в районах объектов 
магистрального трубопроводного транспорта.

01 2011 (Cover)_Layout 1  15.04.11  15:23  Page 1



12

  КолонКа редаКТора

14   НА СЛУЖБЕ ОТРАСЛЕВОЙ НАУКЕ
А.Е. Сощенко

Тема номера

16 МОНИТОРИНГ ОБЪЕКТОВ МАГИСТРАЛЬНОГО 
НЕФТЕПРОВОДНОГО ТРАНСПОРТА
В.В. Аладинский, Ю.Б. Григорьева

В статье рассмотрены основные направления развития
мониторинга как инструмента поддержки принятия
решений в управлении техническим состоянием ма-
гистрального нефтепроводного транспорта.

дисКуссия

22 ВЫСОКИЕ ТРЕБОВАНИЯ ВЫСОКИХ ШИРОТ
Мы предлагаем для профессиональной дискуссии тему
реализации сложных проектов на северных территориях
России, в частности – строительство нефтепровода Запо-
лярье – Пур-пе.

промышленная безопасносТь

24 ОПТИМИЗАЦИЯ РАЗМЕЩЕНИЯ РУБЕЖЕЙ ЗАДЕРЖАНИЯ НЕФТИ
НА р. ВОЛГЕ В СЛУЧАЕ АВАРИИ НА ППМН СУРГУТ – ПОЛОЦК
А.М. Солдатов, Н.А. Субботина

В статье рассматриваются способы определения оптималь-
ных параметров установки боновых заграждений при воз-
можных аварийных разливах, возникших в результате
повреждения МН Сургут – Полоцк на подводном переходе
через р. Волгу. С помощью математического моделирова-
ния определено оптимальное время сбора нефти на воде,
сокращен размер убытков.

проеКТироВание

27 СНЕГОВЫЕ НАГРУЗКИ И КОНСТРУКТИВНЫЕ ПАРАМЕТРЫ
СФЕРИЧЕСКИХ АЛЮМИНИЕВЫХ КРЫШ ДЛЯ ВЕРТИКАЛЬНЫХ
ЦИЛИНДРИЧЕСКИХ СТАЛЬНЫХ И ЖЕЛЕЗОБЕТОННЫХ 
РЕЗЕРВУАРОВ
Е.Г. Ильин, В.К. Востров

Применение купольных крыш обусловлено рядом пре-
имуществ в сравнении с традиционными стальными
крышами. Однако необходима разработка РД по про-
ектированию купольных крыш из алюминиевых спла-
вов с включением в него дополнительных технических
требований по безопасности.

32 К ВОПРОСУ ВОЗМОЖНОСТИ СНИЖЕНИЯ ДОПУСКАЕМОГО 
КАВИТАЦИОННОГО ЗАПАСА НЕФТЯНЫХ МАГИСТРАЛЬНЫХ
НАСОСОВ
Л.М. Беккер, И.В. Щербатенко, А.С. Иванин

Метод снижения допускаемого кавитационного запаса ма-
гистрального насосного агрегата (МНА) на основе анализа
переходных процессов, возникающих в магистральном тру-
бопроводе, позволяет оптимизировать настройку системы
защит по давлению на входе МНС и тем самым увеличить
пропускную способность лимитирующего участка эксплуа-
тируемого МН без дополнительного строительства лупин-
гов или проведения других мероприятий, повышающих
пропускную способность.

38 ВЛИЯНИЕ ВРЕМЕНИ ЗАКРЫТИЯ СУДОВЫХ ЗАДВИЖЕК 
НА УРОВЕНЬ МАКСИМАЛЬНОГО ДАВЛЕНИЯ 
В ТРУБОПРОВОДАХ НЕФТЕНАЛИВНЫХ ТЕРМИНАЛОВ
Н.С. Арбузов

В статье рассмотрен вопрос о минимально допустимом
времени закрытия судовых задвижек в процессе погрузки
танкеров на причалах, при котором давление в технологи-
ческих трубопроводах морских нефтеналивных термина-
лов не превышает допустимого уровня. Утверждается, что
минимально допустимое время закрытия судовых задвижек

должно превышать время двойного пробега волной давле-
ния указанного расстояния от двух до десяти раз в зависи-
мости от гидравлических характеристик задвижек и
допустимого уровня давления.

маТериалы и оборудоВание

41 СТЕНД СПДК-500 – ШАГ К ПОВЫШЕНИЮ БЕЗОПАСНОСТИ
ЭКСПЛУАТАЦИИ ОБОРУДОВАНИЯ
В.В. Зимарев

Конструкция разработанного стенда СПДК-500 (патент РФ
на полезную модель № 82490 от 27.04.2009 г.) позволяет ис-
пытывать клапаны без снятия с крыши резервуара и пере-
мещения с большой высоты к основанию резервуара, что
уменьшает риск травмирования. Стенд обеспечивает безо-
пасную эксплуатацию оборудования резервуарных парков.

44 ОПЫТ ЭКСПЛУАТАЦИИ ПОДПОРНЫХ НАСОСОВ НГПНА 3600-120
П.В. Поддубный
На НПС «Парабель» ОАО «Центрсибнефтепровод» прове-
дены параметрические испытания нефтяных горизон-
тальных подпорных насосных агрегатов НГПНА 3600-120
в условиях реальных режимов работы МН.

меТоды расчеТоВ

48 ПОСТРОЕНИЕ МАТЕМАТИЧЕСКОЙ МОДЕЛИ МАЛЫХ УТЕЧЕК 
С УЧЕТОМ РЕАЛЬНЫХ СВОЙСТВ ОБЪЕКТОВ 
МАГИСТРАЛЬНОГО ТРУБОПРОВОДА
А.В. Ковардаков

Для повышения точности гидравлических расчетов
при обнаружении утечек требуется построение специа-
лизированной математической модели малых утечек,
выраженной в дифференциальном виде с учетом ре-
альных свойств всех типовых элементов технологичес-
кого участка (насосов, местных сопротивлений,
линейных участков трубопровода).

ЭнерГосбережение

54 АСТУЭ КАК ЭФФЕКТИВНОЕ СРЕДСТВО ЭНЕРГОСБЕРЕЖЕНИЯ
(на примере внедрения автоматизированной системы 
в ОАО «ПРИВОЛЖСКНЕФТЕПРОВОД»)
А.С. Воробьев

Одним из технических мероприятий по энергосбережению
является внедрение автоматизированной системы тех-
нического учета электроэнергии с элементами управ-
ления энергохозяйством (АСТУЭ). Автор рассматривает
применение АСТУЭ в ОАО «Приволжскнефтепровод».

ТехнолоГии ТранспорТа и хранения нефТи и нефТепродуКТоВ

56 ОСВОЕНИЕ ТРМЗ ОАО «СИБНЕФТЕПРОВОД»
ТЕХНОЛОГИЧЕСКОГО ОБОРУДОВАНИЯ 
ДЛЯ РЕЗЕРВУАРОВ ТИПА РВС (СКНР, ВУ 150)
В.Л. Малиновский, Е.Ю. Саргин, А.Л. Сюмак

Применение системы компенсации нагрузок (СКНР) по-
могает увеличить безопасность трубопроводного транс-
порта, повышает его надежность и функциональность;
предохраняет трубопровод и резервуары от избыточных
нагрузок и повреждений. Конструкция водоспускного
устройства (ВУ) позволяет использовать для резервуара
плавающую крышу, что существенно влияет на повыше-
ние качества хранения нефти и нефтепродуктов в резер-
вуарном парке.

58 О СОВЕРШЕНСТВОВАНИИ МЕТОДОВ ОПРЕДЕЛЕНИЯ
ЭФФЕКТИВНОСТИ ПРИМЕНЕНИЯ ПРОТИВОТУРБУЛЕНТНЫХ
ПРИСАДОК НА МАГИСТРАЛЬНЫХ НЕФТЕПРОДУКТОПРОВОДАХ
В.А. Черникин, Н.С. Челинцев

На основе анализа результатов промышленных перека-
чек нефтепродуктов с применением противотурбулент-
ных присадок и лабораторных исследований разработана
методика определения коэффициента увеличения про-
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пускной способности участка магистрального нефтепро-
дуктопровода в зависимости от концентрации присадки.

ЭКономиКа

62 ОЦЕНКА И УЧЕТ ЭКОНОМИЧЕСКИХ РИСКОВ ИНВЕСТИЦИОННЫХ
ПРОЕКТОВ ТРУБОПРОВОДНОГО ТРАНСПОРТА НЕФТИ
Т.А. Соловьева, И.В. Кирьянов, А.В. Сидоров

Процесс оценки рисков предназначен для определения
влияния переменных во времени экономических факто-
ров на эффективность инвестиционных проектов, 
а также для прогнозирования возможных потерь при
различных сценариях реализации инвестиционных
проектов ОАО «АК «Транснефть».

праВоприменение

66 ПРАВОВЫЕ МЕХАНИЗМЫ ОБЕСПЕЧЕНИЯ КАЧЕСТВЕННОГО
ВЫБОРА ПОДРЯДЧИКОВ И ЭФФЕКТИВНОГО РАЗРЕШЕНИЯ
СПОРОВ С КОНТРАГЕНТАМИ
С.Н. Шапошников

В статье освещены актуальные проблемы применения
гражданского законодательства при заключении дого-
воров и разрешении споров по ним.

ЭКолоГия

70 ЭКСПЛУАТАЦИЯ ОЧИСТНЫХ СООРУЖЕНИЙ НА ОБЪЕКТАХ КРУМН
Г.В. Чезганова, Н.Г. Московченко

В статье приводится сравнительный анализ качества сточ-
ных вод по структурным подразделениям Краснодарского
районного управления магистральных нефтепроводов
(КРУМН): cведения об осадках сточных вод, образующихся
при эксплуатации очистных сооружений, нормативы обра-
зования, класс опасности и способы утилизации.

75 ЛОКАЛИЗАЦИЯ И ЛИКВИДАЦИЯ РАЗЛИВОВ НЕФТИ 
МЕТОДОМ БИОРЕМЕДИАЦИИ
М.М. Шуткина, Е.С. Колсанова

Метод обработки нефтезагрязненного грунта без вывоза
с места проведения работ позволяет проводить восста-
новление плодородия загрязненных земель и обезвре-
живание нефтешламов с получением почвогрунта,
пригодного для улучшения низкоплодородных, нару-
шенных или эродированных земель сельскохозяйствен-
ного назначения. Это значительно снижает затраты 
на вывоз и утилизацию нефтезагрязненных грунтов.

ЭКсплуаТация и ремонТ

78 ОСОБЕННОСТИ ТЕХНОЛОГИИ УСТРАНЕНИЯ ДЕФЕКТОВ МН
ВЫБОРОЧНЫМ РЕМОНТОМ НА ОБВОДНЕННЫХ И
ЗАБОЛОЧЕННЫХ УЧАСТКАХ (на примере ремонта МН
ГОРЬКИЙ – ЯРОСЛАВЛЬ Ду 800 мм)
А.Ф. Карачкин, И.А. Крюков

В статье рассказывается об устранении дефектов на
линейной части МН выборочным ремонтом на обвод-
ненных и заболоченных участках (на примере ремонта
МН Горький – Ярославль Ду 800 мм). Рассматриваются
методы подготовки ремонтных котлованов для после-
дующего устранения дефектов.

диаГносТиКа, КонТроль КачесТВа, ТехничесКий надзор

81 РАСЧЕТ ПАРАМЕТРОВ ДВИЖЕНИЯ СРЕДСТВ ОЧИСТКИ 
И ДИАГНОСТИКИ ПО ТРУБОПРОВОДУ
А.В. Уткин

Статья посвящена разработке и внедрению в ОАО «АК
«Транснефть» РД «Методика расчета параметров движения
средств очистки и диагностики по трубопроводу». Приве-
дены сведения о результатах использования Методики
при проведении очистки и диагностического обследова-
ния магистральных нефтепроводов.

аВТомаТиКа, ТелемеханиКа и сВязь

84 ИННОВАЦИОННЫЕ ТЕХНОЛОГИИ ДЛЯ НЕФТЕГАЗОВОЙ
ОТРАСЛИ НА БАЗЕ ВОЛОКОННО-ОПТИЧЕСКИХ
ИНФОРМАЦИОННО-ИЗМЕРИТЕЛЬНЫХ СИСТЕМ
С.И. Глушко, Д.В. Зазирный

Одним из примеров применения инновационных техноло-
гий, реализованных на базе волоконно-оптических датчи-
ков, является разработанное ЗАО «Омега», дочерним
предприятием ОАО «АК «Транснефть», решение задачи мо-
ниторинга протяженных объектов.

ТоВарно-ТранспорТные операции и меТролоГичесКое обеспечение

88 ПРИМЕНЕНИЕ СОВРЕМЕННЫХ ГЕОДЕЗИЧЕСКИХ ПРИБОРОВ
ДЛЯ ИЗМЕРЕНИЯ ГЕОМЕТРИЧЕСКИХ ПАРАМЕТРОВ ПРИ
ПРОВЕДЕНИИ ПОВЕРКИ РЕЗЕРВУАРОВ СТАЛЬНЫХ
ЦИЛИНДРИЧЕСКИХ ВЕРТИКАЛЬНЫХ ПО ГОСТ 8.570-2000
В.Г. Кучеров, В.Н. Сазонов, Н.А. Шимель

В первой части работы рассматриваются существующие
методы градуировки резервуаров. Во второй части статьи
предложено градуировать резервуары с помощью совре-
менного геодезического прибора – тахеометра электрон-
ного безотражательного. Представлены преимущества
его применения для градуировки РВС.

92 ОРГАНИЗАЦИЯ МЕТРОЛОГИЧЕСКОГО ОБЕСПЕЧЕНИЯ
ИЗМЕРИТЕЛЬНЫХ СИСТЕМ УЧЕТА НЕФТИ ЗА РУБЕЖОМ
С.В. Шевченко, Ю.А. Курдюмов

Настоящая статья подготовлена по результатам анализа 
и оценки состояния и организации метрологического
обеспечения учета нефти при транспортировке по магист-
ральным нефтепроводам, а также при погрузке в танкеры,
с применением автоматизированных измерительных 
систем в нефтяных компаниях США, стран Западной 
Европы и Саудовской Аравии.

за рубежом

96 ОПЫТ МОНИТОРИНГА УНИКАЛЬНОГО ТРАНСАЛЯСКИНСКОГО
НЕФТЕПРОВОДА
под ред. Е.В. Иваницкой

В статье предлагается краткий обзор истории создания
нефтепровода с использованием необычных технологи-
ческих решений и наиболее интересные выдержки 
из последних докладов американских специалистов 
по мониторингу Трансаляскинского нефтепровода (ТАН).

102 ЗАРУБЕЖНЫЕ НАУЧНЫЕ И ИНЖИНИРИНГОВЫЕ ОРГАНИЗАЦИИ.
ИНФОРМАЦИОННЫЙ ОБЗОР

образоВание

104 НОВОЕ ПОКОЛЕНИЕ ТРУБОПРОВОДЧИКОВ
А.М. Королёнок, А.С. Лопатин

В статье говорится о важности развития трубопроводного
транспорта нового поколения посредством современных
интеллектуальных и энергосберегающих технологий. Осве-
щаются вопросы подготовки и переподготовки специали-
стов в области строительства, эксплуатации и ремонта ТС, 
а также роль РГУ нефти и газа им. И.М. Губкина в решении
кадрового вопроса.

ВысТаВКи и Конференции

108 Краткий обзор зарубежных и отечественных выставок,
конференций и семинаров (май-июнь 2011 г.)

библиоТеКа

113 НОВИНКИ ОТРАСЛЕВОЙ ЛИТЕРАТУРЫ

116 ОБЗОР ЗАРУБЕЖНОЙ ПРЕССЫ

summary

01-15 (Presents-Rabota)_Layout 1  18.04.11  9:23  Page 13



118

­­MAIN­FEATURE
14­­­ WE­SERVE­THE­OIL­INDUSTRY

Soshchenko A.E.

COVER­STORY
16 MONITORING­OF­MAIN­PIPELINE­FACILITIES

Aladinskiy V.V. (AladinskiiVV@niitnn.transneft.ru), Grigoryeva Y.B.
(GrigoryevaYB@niitnn.transneft.ru) – Scientific and Research Institute
of Oil and Oil Products Transportation, LLC, Moscow

The article covers current trends in the development of monitoring 
as a tool to control technical condition of main pipeline. 

Key words: Complex program of diagnostic, main pipeline, moni-
toring, technical condition of main pipeline, industrial safety.

DISCUSSION
22 HIGH­LATITUDES­MAkE­STRONG­REqUIREMENTS­

We discuss construction and design challenges met by pipeliners
during construction of pipelines in Russia’s north regions. In this
issue we cover Zapolyarye-Purpe pipeline.

INDUSTRIAl­SAFETY
24 OPTIMIzING­CONTAINMENT­THRESHOLDS­AT­THE­VOLGA­RIVER

UNDERWATER­PASSAGE­OF­SURGUT-POLOTSk­MAIN­PIPELINE

Soldatov A.M. (SoldatovAM@nnov.transneft.ru), Subbotina N.A.
(SubbotinaNA@nnov.transneft.ru) – OJSC Verkhnevolzsknefteprovod,
Nizhniy Novgorod

The article describes methods used to define optimal parameters for
boom installation in case of oil spills caused by the damage of Surgut-
Polotsk main pipeline at the Volga River underwater passage. Optimiza-
tion based on mathematical modeling of the spill of oil over the Volga
River made it possible to define the best time which is necessary to col-
lect oil and reduce the expenses by 30%.

Key words: Optimization of containment thresholds, booms, screw
anchors, oil skimmers, mathematic modeling of oil spills.

DESIgN
27 SNOW­LOADS­AND­DESIGN­PARAMETERS­OF­ALUMINUM

UMbRELLA­ROOFS­FOR­VERTICAL­STEEL­AND­CONCRETE­TANkS

Ilyin Y.G. (IlyinEG@ak.transneft.ru) – OJSC AK Transneft, Moscow;
Vostrov V.K. (ogs@stako.ru) – CJSC Melnikov Scientific, Research 
& Construction Institute of Metal Structures, Moscow

The use of aluminum umbrella roofs in vertical steel and concrete
oil storage tanks is explained by a range of advantages compared
with conventional steel roofs. However a guiding document is ne-
cessary that would regulate design of aluminum umbrella roofs
and safety requirements concerning design parameters, stability,
type of snow load, and allowable deformations.

Key words: Tank, aluminum umbrella roof, vertical steel and con-
crete oil tanks.

32 AbOUT­POSSIbILITY­TO­DECREASE­ALLOWAbLE­NET

POSITIVE­SUCTION­HEAD­OF­OIL­PUMPS

Scherbatenko I.V. (ScherbatenkoIV@niitnn.transneft.ru) – Scientific 
and Research Institute of Oil and Oil Products Transportation, LLC,
Moscow; Bekker L.M. (Leonid.m.Bekker1935@gmail.com), Ivanin A.S.
(Ivanin_a_s@mail.ru) – OJSC Giprotruboprovod, Moscow

The article covers methods used to decrease net positive suction head of
mainline pump unit (MPU) based on the analysis of transient phenomenon
occurring in the main pipeline. It enables to optimize calibration of pressure
safety system for MPS inlet, and to increase throughput capacity of the limit-
ing segment of the functioning main pipeline without building any extra
loops or any other measures aimed at increasing throughput capacity.

Key words: NPSH (net positive suction head), main pipeline pump,
transient phenomenon, pressure.

38 VALVE­RESEAT­TIME­AND­ITS­INFLUENCE­ON­THE­MAxIMUM

PRESSURE­IN­MARINE­LOADING­TERMINALS’­PIPES

Arbuzov N.S. (arbuzov@imsholding.ru) – IMS Industries, LLC,
Moscow

The article covers minimum allowable valve reseat time during loading
of tankers and that does not lead to the increase of pressure in the ma-
rine terminals’ industrial pipes. The article illustrates that the previously
accepted idea that the minimum allowable valve reseat time must be
equal to the double-run time that pressure wave runs from the valve to
the reservoir is not correct and may lead to accidents. It is stated that the

minimum allowable valve reseat time must exceed the double-run time
at least from two to ten times depending on hydraulic specifications of
the valves and allowable pressure level.

Key words: Valve, pressure, pipeline, marine loading terminal.

EqUIpMENT­&­MATERIAlS

41 SPDk-500­TEST­STAND­–­A­STEP­TO­SAFER­EqUIPMENT

Zimarev V.V. (ZimarevVV@tnm.nnov.transneft.ru) – OJSC Transneft-
mash Velikolukskiy Factory, Velikie Luki

Design of the SPDK-500 test stand (Russia’s patent No 82490 from
27.04.2009) allows to test valves without removing them from
tank’s roof and bringing them to the ground. It helps exclude risks
of being injured. The test stand is an example of new generation
equipment that makes the maintenance of tank farms safer.

Key words: Stand, valves, equipment, pressure & vacuum unit, 
micromanometer, register, pressure, vacuum, power, efficiency.

44 ExPLOITATION­OF­NGPNA­3600-120­bOOSTER­PUMPS­

Poddubniy P.V. (PoddubniyPV@tom.transneft.ru) – OJSC Tsentrsib-
nefteprovod, Tomsk

NGPNA 36000-120 horizontal oil booster pumps were tested at Para-
bel oil pump station. The test was conducted under real working con-
ditions of the main pipeline.

Key words: Horizontal oil booster pump, main pipeline, pump station.

STRENgTh­CAlCUlATION

48 MATHEMATICAL­MODELING­TO­DETECT­SMALL­LEAkS

CONSIDERING­REAL­PROPERTIES­OF­MAIN­PIPELINE

Kovardakov A.V. (KovardakovAV@niitnn.transneft.ru) – Scientific and
Research Institute of Oil and Oil Products Transportation, LLC, Moscow

In order to increase accuracy of hydraulic calculations a special math-
ematical model to detect small leaks is necessary. Such model should
reflect real properties of all regular elements of a pipeline: pumps,
local hydraulic resistance, and linear segments of the pipeline.

Key words: Leak, pipeline, mathematical modeling.

ENERgY­SAVINg

54 AUTOMATED­SYSTEM­OF­ENERGY­ACCOUNTING­AND­ENERGY­UTILITIES

MANAGEMENT­AS­AN­EFFECTIVE­MEANS­OF­ENERGY­SAVING

Vorobyov A.S. (VorobievAS@sam.transneft.ru) – OJSC Privolzhsk-
nefteprovod, Samara

One of the activities aimed at energy saving is the introduction of the
automated system of energy accounting with elements of energy utili-
ties management. The author of the article describes the procedure
how the system was introduced at OJSC Privolzhsknefteprovod. 

Key words: Energy saving, automated system of energy accounting
and energy utilities management, energy accounting.

TRANSpORT­&­STORAgE­

56 INTRODUCTION­OF­NEW­EqUIPMENT­FOR­VERTICAL­STEEL­TANkS

AT­OJSC­SIbNEFTEPROVOD

Malinovskiy V.L. (MalinovskiyVL@tmn.transneft.ru), Sargin E.Y. (SarginEY@
rmz.tmn.transneft.ru), Syumak A.L. (SyumakAL@tmn.transneft.ru) – OJSC
Sibnefteprovod, Tyumen

The use of load compensation system helps to increase the safety of
pipeline transport, its reliability and functionality. It protects the pipeline
and tanks against overloading and damages. Water discharge system
draws off melt and rain water from tank roofs. The construction of the
system makes it possible to use it with floating roof. In its turn it allows to
considerably increase the quality of oil and oil products storage at tank
farms.
Key words: Tanks, storage of oil and oil products, load compensa-
tion system, water discharge system, import substitution.

58 IMPROVING­METHODS­USED­TO­DEFINE­EFFICIENCY­

OF­ANTITURbULENT­DOPANT­IN­MAIN­PIPELINES

Chelintsev N.S. (ChelintsevNS@aktnp.ru), Chernikin V.A.
(VChernikin@aktnp.ru) – OJSC AK Transneftprodukt, Moscow

Analysis of oil pumping with the use of antiturbulent dopants and lab-
oratory surveys led to the development of a new method used for
defining capacity ratio of a pipeline segment depending on the concen-
tration of dopant. 

Key words: Main oil pipeline, technology, dopant, method, concentration.
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ECONOMY
62 EVALUATION­OF­ECONOMIC­RISkS­IN­CRUDE­PIPELINES

INVESTMENT­PROJECTS

Solovyova T.A. (SolovyovaTA@gtp.transneft.ru), Kiryanov I.V.
(KiryanovIV@gtp.transneft.ru), Sidorov A.V. – OJSC Giprotrubo-
provod, Moscow

This article outlines different methods for risk estimation in crude
pipelines investment projects. Authors suggest using a mathemati-
cal probability model for risk evaluation in order to make more ac-
curate economics estimate of investment projects. 

Key words: Risk evaluation, economy, project, investments, oil
transportation, statistics.

lAw­
66 PROFESSIONALLY­MADE­AGREEMENTS­GUARANTEE

EFFECTIVE­DISPUTE­SOLUTIONS­AT­COURTS

Shaposhnikov S.N. (ShaposhnikovSN@spb.transneft.ru) – Baltic Main
Pipelines LLC, Saint Petersburg 

The article describes civil legislation and its appliance in agreements
and disputes.

Key words: Tender, competition, agreement, contractor, supplier,
forfeit, complaint, suit, trial.

ECOlOgY
70 ExPLOITATION­OF­EFFLUENT­FACILITIES­AT­kRASNODAR

REGIONAL­MANAGEMENT­OF­MAIN­PIPELINES­

Chezganova G.V. (ChezganovaGV@nvrkrd.nvr.transneft.ru),
Moskovchenko N.G. (MoskovchenkoNG@nvrkrd.nvr.transneft.ru) –
OJSC Chernomortransneft, Krasnodar

Effluent facilities within the structure of Krasnodar Regional Mana-
gement of Main Pipelines provide sanitary and ecological safety 
of the enterprise. The article describes the comparative analysis 
of the quality of sewage depending on structural divisions of the
Regional Management, analysis of sewage sludge, deposited during
the exploitation of the effluent facilities, formation specification,
class of danger and ways of utilization. 

Key words: Effluent facilities, floatation, biological treatment,
sewage disinfection, sediment treatment and utilization.

75 bIOREMEDIATION­AS­A­WAY­TO­LOCATE­AND­CONTROL­OIL

SPILLS

Kolsanova E.S. (KolsanovaES@kaz.transneft.ru), Shutkina M.M.
(ShutkinaMM@kaz.transneft.ru) – OJSC Severo-Zapadnye Magistralnye
Nefteprovody (North Western Main Pipelines), Kazan

The article covers a method used to treat oil-contaminated soil at the
site of oil spill. It allows to restore (reclamate) productivity of the soil
contaminated with oil and oil products and also to neutralize oil sludge
in order to receive soil which can be used to improve poor and eroded
agricultural layers. It must considerably reduce costs on transportation
and utilization of oil contaminated soil.

Key words: Oil-contaminated soil, reclamation of soil, oil, bioreme-
diation, pollutants.

MAINTENANCE­&­REpAIR
78 MAIN­PIPELINE­DEFECT­CORRECTION­IN­WATERED­AND­SOAkED

AREAS

Karachkin A.F. (KarachkinAF@grnu.nnov.transneft.ru), Kryukov I.A. –
OJSC Verkhnevolzhsknefteprovod, Nizhniy Novgorod

Defect correction on Gorkiy-Yaroslavl main pipeline by means of se-
lected repair in watered and soaked areas. Methods used to prepare
working trenches for further repair are considered.

Key words: Defect, repair, main pipeline segment.

DIAgNOSTICS,­qUAlITY­&­ENgINEERINg­CONTROl
81 CALCULATING­MOVEMENT­PARAMETERS­OF­PIGGING­TOOLS­IN

THE­PIPELINE

Utkin A.V. (UtkinAV@ak.transneft.ru) – OJSC AK Transneft, Moscow

The article describes the procedure of development and realization at
OJSC AK Transneft a regulation document dedicated to the calculation of
movement parameters for cleaning and diagnostic tools in the pipeline.
The article illustrates some results of the main pipeline pigging with the
use of the above mentioned technique. 

Key words: Pipeline, pigging, calculating, technique.

AUTOMATICS,­TElEMEChANICS­&­COMM
84 PROSPECTS­OF­FIbER-OPTIC­MEASURING­SYSTEMS­TO­CONTROL

TECHNICAL­CONDITIONS­OF­PIPELINES

Glushko S.I. (GlushkoSI@ak.transneft.ru) – OJSC Transneft, Moscow;
Zazirniy D.V. (Zazdv@omega.mn) – CJSC Omega, Moscow

One of the examples of innovative technologies, based on fiber-optic de-
tectors, is the new approach to monitoring of liner objects developed by
specialist from CJSC Omega.

Key words: Innovations, fiber-optic detectors, monitoring, measuring
system.

METROlOgY,­COMMODITY­&­TRANSpORT
88 APPLIANCE­OF­MODERN­GEODESIC­INSTRUMENTS­TO

MEASURE­GEOMETRY­DURING­INSPECTION­OF­VERTICAL

STEEL­TANkS­UNDER­RUSSIA’S­STATE­STANDARD­8.570-2000

Kucherov V.G. (KucherovVG@tom.transneft.ru), Sazonov V.N.,
(SazonovVN@tom.transneft.ru), Shimel N.A. (ShimelNA@orl.tom.transneft.ru) –
OJSC Tsentrsibnefteprovod, Tomsk

The first part of the article covers the existing methods to graduate
tanks. It provides also an analysis of current working standards used
to measure geometry of tanks. As a result of the analysis some advan-
tages and disadvantages of these standards are detected. The second
part suggests graduating tanks with the use of modern geodesic 
instrument – reflectionless electronic tacheometer. The article 
describes some methods to measure geometry of vertical steel tanks.

Key words: Vertical steel tank, geometry, electronic tacheometer
Sokkia SET530R.

92 WORLDWIDE­PRACTICE­OF­METROLOGICAL­PROVISION­OF­OIL

METERING­SYSTEMS

Shevchenko S.V. (ShevchenkoSV@ak.transneft.ru), Kurdyumov Y.A.
(KurdumovYA@cmo.transneft.ru) – OJSC Transneft, Moscow

The article is based on the analysis and estimation of oil metering sys-
tem during oil transportation through main pipelines and its loading
into tankers with the use of automated measuring systems in oil compa-
nies of US, Western Europe and Saudi Arabia.

Key words: Oil transport, measuring operations, means and meth-
ods of measuring, measuring systems, measure accuracy, metrolog-
ical provision of measuring.

AbROAD
96 MONITORING­OF­TRANS-ALASkA­PIPELINE­SYSTEM

Edited by Ivanitskaya E.V.

The article provides a short review of design and construction 
of the pipeline with the use of extraordinary technological solu-
tions and abstracts from the monitoring programs run 
by specialist from associated agencies. 

102 REVIEW­OF­FOREIGN­SCIENTIFIC­AND­ENGINEERING­ORGANI-

zATIONS

EDUCATION­
104 NEW­GENERATION­OF­PIPELINERS­

Korolyonok A.M. (mak@gubkin.ru), Lopatin A.S. (thermo@gubkin.ru) –
Gubkin Russian State University of Oil and Gas, Moscow

The authors say about how important it is to develop pipeline trans-
port of new generation with the use of new intellectual and energy 
saving technologies. The article also covers such topics as main and ad-
ditional training of specialists in the fields of design, construction and
exploitation of pipelines, and also the role of Gubkin University in pro-
viding oil pipeline industry with new human resources.

Key words: Fuel and energy industry, pipeline transport, intellectual
and energy safe technologies, pipelines of new generation, 
scientific potential, human resource.
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